
EEM-034A (Entry Level)

3.4" (Circular)

87.6 x 87.6(mm
2
)

800x800

400 cd/m2

170/170

1200:1

30ms

x1

x1

x1

Green

Red

USB Type C

5MP sensor, Lens focus range <15cm

Body rubber and Handle rubber

246.8x102x30

310x143x41

228g (8 oz.)

438g(15 1/2 oz.)

Battery 3.7V / 2600mAh

3W (Est.)

0℃～40℃

-20℃～60℃

10～85%RH

CE, FCC

USB Type C cable for charge

1 Year

Illustrations:

ACULA TECHNOLOGY CORP.

11, Alley 21, Ln. 20, Dashing Rd.           TEL: 886-3-3135577                                                     Web site: www.acula.com

Luchu Disc, Taoyuan City, Taiwan           FAX: 886-3-3233355                                               Email: sales@acula.com.tw

Operating Humidity

Package Dimensions (mm
3
)

Net Weight

Gross Weight

Power IN

Power Consumption

Zoom In / Out Knob

Charging connector

Model / Item

Operating Temperature

Storage Temperature

Power LED

Charging LED

Mechanical

Specifications

Others

Accessories

Warranty

Camera module

Dimensions (mm
3
)

Protect rubber

Regulatory

Display

Specifications

Power

I/O

Screen Size

Active Area (W x H)

Resolution

Brightness

Viewing Angle

Contrast Ratio

Response Time

Power Key

Light Key

http://www.acula.com/

